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CYCLON 2V SINGLE CELL:
Dimensions Performance
Height with Constant current discharge/amps*
Products  Diameter terminals (Constant power discharge/watts per cell)*
(capacity) in. (mm) in. (mm) 15min. 60min. 90min. 5hr. 10 hr.
D cell 1.35 2.41 2.68 6.28 187 x.025 59 19 14 A48 .26
(2.5Ah) (34.3) (61.2) (68.1) (178.0) (4.75x0.64) (11.6) (3.8) (2.7) (.94) (:50)
DT cell 1.35 3.78 4.05 9.68 187x.025 11.2 3.7 2.6 85 45
(45Ah)  (34.3) (96.0) (102.9) (274.4) 4.75x064) (2100 (7.1 (5.1) ) (.90)
X cell 1.75 2.87 3.21 12.77 250 x.025 13.2 39 2.8 96 50
(5.0Ah) (44.5) (72.9) (81.5) (362.0) (6.35x 0.64) (23.9) (7.8) (5.6) (1.9) (1.0)
E cell 1.75 3.94 428 17.28 290 x.025 19.0 6.2 44 1.6 81
(8.0Ah) (44.5) (100.1) (108.7) (489.9) (6.35x 0.64) (35.5) (12.4) (8.9 (3.1) (1.6)
Jcell 2.04 485 5.34 29.60 0.312x0.032 294 9.2 6.5 2.3 1.20
(12.0Ah)  (51.8) (123.2) (135.6) (839.2) (792x081)  (534)  (183)  (132)  (47) (2.3)
BC cell 2.57 6.25 6.82 58.88 M6 (-) and 54.3 19.3 14.0 4.85 2.55
(25Ah) (65.3) (158.8) (173.2) (1669.2) M3 (+) terminals (105.5)  (36.8) (25.6) (9.20) (4.95)
MONOBLOC 4V & 6V:
Dimensions Performance
Constant current discharge/amps*
Products  Length Height Weight (Constant power discharge/watts per cell)*
(capacity) in. (mm) in. (mm) Ib. (kg) 15min. 60min. 90min. 5hr. 10 hr.
4VD 3.13 1.81 2.75 .80 0.187 x.025 5.9 19 1.4 48 .26
(25Ah)  (79.5) (46.0) (69.9) (.36) 4.75x064)  (11.7)  (38) 2.7 (.93) (49)
4V X 3.80 2.12 3.02 1.62 250 x.025 13.5 40 2.8 1.0 52
(5.0Ah) (96.5) (53.8) (76.7) (.74) (6.35x 0.64) (24.2) (7.8) (5.6) (2.0) (1.0)
4VE 3.81 2.13 4.00 2.11 0.250 x.025 19.0 6.2 44 1.6 81
(8.0Ah) (96.8) (54.1) (101.6) (.96) (6.35x 0.64) (35.5) (12.4) (8.9 (3.1) (1.7
6VD 448 1.81 2.75 115 0.187 x.025 5.9 19 1.4 48 .26
(25A)  (113.8) (46.0) (69.9) (52) 4.75x064)  (11.7) (38 2.7 (.93) (49)
6V X 548 2.12 3.02 2.16 0.250 x.025 135 4.0 2.8 1.0 92
(5.0Ah) (139.2) (53.8) (76.7) (.98) (6.35x 0.64) (24.2) (7.8) (5.6) (2.0) (1.0)
6VE 5.48 213 4.00 315 0.250x.025 19.0 6.2 44 1.6 81
(8.0AN)  (139.2) (54.1) (101.6) (1.43) (6.35x064)  (355)  (124)  (89) (3.1) (1.7)
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